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The Simply Conserve® Field‑Adjustable LED Linear Strip Light offers flexible 
performance with selectable input power (30W/40W/50W) and color 
temperature (3500K/4000K/5000K). Designed for easy installation and quick 
configuration, the fixture includes push‑button lens release for tool‑free 
access and internal switch adjustment. An integrated safety cable supports 
the lens during servicing to prevent accidental drops. This versatile linear 
solution is ideal for retail environments, offices, warehouses, stairwells, 
garages, and other commercial spaces requiring adaptable illumination. 

OVERVIEW

•	 Field‑Adjustable Output 
Selectable wattage (30W/40W/50W) and  
CCT (3500K/4000K/5000K) to tailor light  
levels for each application.

•	 Tool‑Free Lens Access 
Push‑button lens cover release enables quick, 
tool‑free access to wiring and settings. 

•	 Long‑Life, High‑Performance LED System 
L70‑rated lifetime of 50,000 hours with 0–10V 
dimming compatibility. 
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•	 Installation‑Ready Design 
Includes 3/4" knockouts for easy 
daisy‑chaining or control integration, plus 
an aircraft‑cable‑supported lens for safer 
servicing.

•	 Damp‑Location Rated 
UL‑listed and constructed for dependable 
operation in retail, office, warehouse, 
stairwell, and garage settings.

2700 K 3000 K 3500 K 4000 K 5000 K 6500 K

LIGHT TYPE WARM WHITE
2700K-3000K

COOL WHITE/BRIGHT WHITE
3100 - 4500K

DAYLIGHT
5000K

Light Coloration Hues ranging from 
orange to yellow‑white

A more neutral white light 
may have a slightly blue tint

Blue‑white light 
mimicking daylight

Ambiance Created Cozy and inviting Warm and welcoming Crisp and invigorating

COLOR TEMPERATURE
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Savings Start Here™

MODEL # WATTS CCT LUMENS EFFICACY CRI VOLTAGE DIM

L30/50-STRP-35/50-4FT-
D-ADJ-120/277 30/40/50W 35/40/50K 3900/5200/6500 130 LPW ≥80 120-277V 0-10V

SPECIFICATIONS

DIMENSIONS

CASE

MODEL # L W H GROSS 
WEIGHT

CASE 
QTY

L30/50-STRP-35/50-4FT-
D-ADJ-120/277 51" 17" 13" 37.2 lbs. 6

MODEL # L W H

L30/50-STRP-35/50-4FT-D-
ADJ-120/277 48" 3" 3.3"

PRODUCT

5-YEAR LIMITED LIFETIME WARRANTY 

To learn more, please visit: 
www.AMConservation.com

For warranty claims, please contact: 
customercare@amconservation.com

AM Conservation warrants that this product is free from defects in material and workmanship for a period of 5 years 
from the date of the first purchase or the original distribution of the product under an energy conservation program, 
subject to the proper installation and/or use of the product. For full standard limited product warranty, please visit 
amconservation.com/warranties.
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ORDERING INFORMATION

SOURCE WATTAGE FIXTURE TYPE CCT SIZE INCL. OPTIONS

L = LED 30/40/50W STRP = Strip Fixture 35/40/50K 4FT = 4' Nominal D = 0-10V Dimming
ADJ = Field-Adjustable

IMAGE MODEL # DESCRIPTION

N/A Surface mounting kit (included)

STRP-SKIT-4FT 4-ft suspended mounting kit, 5-ft adjustable length

ACCESSORIES


