SOUTHEAST SES Water Heater

SOLIErﬁgﬁ; (> Insulation Jacket Kit

HIGHLIGHTS

Save money and energy with this water heater
insulation jacket kit. Unlike traditional water heater
blankets, this insulation kit does not contain any
fiberglass or toxic products, allowing a safe and clean
installation. Instructions and parts included make
installation very easy allowing you to quickly upgrade
the efficiency of either your electric or gas water
heater.

INCLUDED

e Water heater insulating blanket kit
6' x 7' Foil Poly Hot Water Jacket
2" x 12' Spacer
2" x 15' Aluminum Tape
Utility knife

FEATURES

e Metalized Polyester/ 1/8” foam / Metalized polyester

e Rvalue-7.2

e Reduce Heat Loss by up to 40%

e Class 1/ Class A Fire rated

e .07 Permeability

e Contains No Fiberglass and is Non-Toxic/Non-Carcinogenic
e Mold Mildew resistant

e Fits water heaters up to 80 gallon capacity

***R” means resistance to heat flow. The higher the R value, the greater the insulating power.

Individual Packaged Dimensions: 18" x 10" x 6"
Weight: 1.5 Ibs
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INSTRUCTIONS

BEFORE YOU START
Read ALL Safety Warnings.

Be sure that your water heater is not leaking. If your tank
leaks, you need a new water heater.

Turn off the water heater.
For electric heaters, turn off the breaker at the electric panel.

Measure and trim the blanket
Measure the height of the water heater and cut the blanket to
fit if necessary.

Attach the spacers

Wrap a 2" spacer around the top, middle, and bottom of your
Hot Water Heater around 2' apart. Tape the ends together
with a 2" strip of Aluminum Tape.

Measure circumference and trim
Measure the circumference of your Hot Water Heater and trim
the 8' end of the sheet accordingly.

Wrap and seal the jacket
Wrap the remaining sheet around the top half of the tank.
Butt the seam and seal it with a strip of tape.

Mark and cut out controls
Using a marker, mark the areas where controls are so that you
can cut them out.

Turn the water heater back on.
Don't set the thermostat above 130°F on electric water heater
with an insulating jacket or blanket - the wiring may overheat.
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Tape measure
Marker
Scissors

Safety Warnings

Do not use product on
top of gas water heaters.

Do not set the
thermostat above 130°F
on electric water heaters
fitted with this jacket —
overheating can damage
wiring.

For an electric water
heater, you also might
consider insulating
underneath the tank as
well., a ridged piece of
insulation (or bottom
board) will help prevent
heat loss into the floor,
and could save you
another 4%-9% of water
heating energy. It is best
done when installing a
new water heater.



