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CCT

CCT Selectable

Plug & Play PL Omni Lamp   Electronic Ballast Compatible       
CCT Selectable      Omni light distribution

The TPS PL Omni lamp is designed and engineered for 
commercial applications. It features accurate color 
rendering and high performance. This lamp has a superb 
appearance and flawless light distribution performance, 
making it an excellent replacement for traditional CFL 
lamps.

DESCRIPTION

APPLICATION

PRODUCT FEATURES
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1.       Instant start, NO flickering, NO humming

2.       CCT selectable

3.       UL Certified, THD<20%, PF>0.95, Ra80

4.       FCC Part 15 standards qualified

5.       Excellent compatibility with most electronic ballasts 

6.       Compatible with G24q/GX24q installations. Omni-Directional light emitting

7.       Fixture Ambient operating temperature: -20°C/-4°F to 35°C /95°F

8.       Heat sink design with heavy duty aluminum strips

9.       Ideal for wall-mounted and ceiling applications
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PERFORMANCE SPECIFICATION

Ordering Code Bare Lamp System Watt
(W)Watt(W) Initial Lumen Base CRI Color Temp Rated Average

life Beam Angle

9.5 12 1200 80 3000/3500/4000 50,000 360PLC26G24Q-10P-8CW-P2-OM-EB G24q

Range of arrival of light

360
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PHYSICAL DIMENSION 

INSTALLATION 
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1. Switch-off power to luminaire.
2. Remove the cover lens (if provided). Select desired CCT. Never move the switch when power is on.
3. Carefully remove all existing CFL lamps from luminaire. Note: Verify that the ballast is compatible with LED PLC lamps, see the ballast compatibility list.
4. Confirm the lampholder has a G24q or GX24q socket.
5. Insert the LED PLC lamp into the open socket within the fixture. Ensure pins are firmly seated in the lampholder.
6. Switch on power to luminaire and installation is now complete.
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