TOPSTAR

INTERNATIONAL, INC.

TPS B

AREA LIGHT

All-In-One

DESCRIPTION

All-in-one Area Light | 120-277V Input | Bronze Housing
Multiple Mounting, Optics, and Control Options

APPLICATION

Outdoor lighting requirements suitable for pole or
structure mounting, ideal for illuminating areas such as
parking lots, auto dealerships, pathways, roadways,
recreational venues, and other general outdoor areas.
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PRODUCT FEATURES
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Instant start, NO flickering, NO humming

Power selectable and CCT selectable

DLC Premium, UL Certified, IP65 rated, THD<20%, PF 0.95, CRI 80
FCC Part 15, Part B, Class A standards qualified

Lifud 0-10V & 12V dimmable driver

10kV surge protection included

Ambient operating temperature: -40°C/-40°F to 50°C/122°F

Heat sink design with heavy duty die-casting aluminum housing
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Multiple Mounting, pole mount or structure mounts available (AM, DM, YM and FM mounting brackets
sold separately)

10. 3-pin twist-lock receptacle with shorting cap included with fixture

11. 3 pin twist-lock Photocell available ( sold separately )

12. Sensor base ready, compatible with TPS Sensor ( Daylight, Dimming & Motion )
13. Innovative quick optic changeable solution, Type Il installed & Type V optional

14. Low profile design delivers high performance illumination & improves site aesthetics

Headquarters: 291 Kettering Drive, Ontario, CA 91761 Phone: 866-595-8807 / 909-595-8807 TOPSTAR INTERNATIONAL, INC.
PA Branch: 9257 Keystone St, Philadelphia, PA 19114 Email: sales@topstarintel.com www.topstarintel.com
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PERFORMANCE SPECIFICATION

TPS

AREA LIGHT

)

All-In-One

. . Input . Light Rated | Legacy | Bug Rating T lll Bug Rating T V
Ordering Cod Watts | CCT L Eff Dimmable| CRI
rdering Code atts umens leacy Voltage |00 Distribution | Life |Equivale| B [ U | G | B [ U | G
3000K 10150 LM 145 LMW
70W [ 4000K 10850 LM 155 LMW
5000K 10500 LM 150 LMW Tl nstalled
3000K 7350 LM 147 LMW aried,
Aé_;?g-ssg \Qﬁ;?gg_','\‘l’g' 50W [ 4000K 7850 LM 157 LMw___|120277v| o1ov | 8o |7V ""S";'('fb'e' 5;?63?2 250MH | 2 [ o | 2 | 3| o | 1
5000K 7600 LM 152 LMW Senmratel
3000K 5215 LM 149 LMW perately
35W [ 4000K 5565 LM 159 LMW
5000K 5390 LM 154 LMW
3000K 21000 LM 140 LMW
150W  |_4000K 22500 LM 150 LMW
5000K 21750 LM 145 LMW Tl nstalled
3000K 17160 LM 143 LMW aled,
A'géi%ggﬁ.ﬁ%?ﬂé“ 120W | 4000K 18360 LM 153 LMW ___|120277v| o-1ov | 8o |7V ?;Lab'e' 5&3?3 400MH | 3 | 0| 3| 4| 0] 2
5000K 17760 LM 148 LMW Seooratel
3000K 14500 LM 145 LMW perately
100W  |_4000K 15500 LM 155 LMW
5000K 15000 LM 150 LMW
3000K 33600 LM 140 LMW
240W [ 4000K 36000 LM 150 LMW
5000K 34800 LM 145 LMW Tl nstalled
3000K 28600 LM 143 LMW ated,
A;;i%ggg&i“%zs_;\:‘g' 200W | 4000K 30600 LM 153 LMW ___|120277v| o-1ov | 8o |7V "’S";'('fb'e’ 5}2(')3?2 750MH | 4 [ 0 | 4| 5| 0] 2
5000K 29600 LM 148 LMW Seooratel
3000K 22050 LM 147 LMW perately
150W  |_4000K 23550 LM 157 LMW
5000K 22800 LM 152 LMW
3000K 42000 LM 140 LMW
300W | 4000K 45000 LM 150 LMW
5000K 43500 LM 145 LMW T il nstalled
3000K 34320 LM 143 LMW ared,
oot | 240w [Ta000k | 36720 Lm 153 LMW [120277v| o-tov | g0 |1V AEIEDE 20000 qo00my | 4 | 0 | 4 | 5| 0 | 3
5000K 35520 LM 148 LMW Seomratel
3000K 29400 LM 147 LMW perately
200W | 4000K 31400 LM 157 LMW
5000K 30400 LM 152 LMW
T =me
Product Dimension (in) 1pc/Carton Dimension (in) Carton Weight
Ordering Code
L w H L w H Ibs
AL-LS3-8DW-70PS-Mi1-BR-10SP-
ik 17.73 10.39 293 24.21 124 563 8.82
L AL-LS3-8DW-150PS-M1-BR-
AN 17.73 10.39 293 2421 124 563 8.82
AL-LS3-8DW-240PS-M1-BR-
| | AN 2052 12,01 293 27.17 13.98 563 11.68
H =|
AL-LS3-8DW-300PS-M1-BR-
PN 2363 13 293 2092 14.96 563 13.54
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TPS B

AREA LIGHT

PRODUCT PHYSICAL SPECIFICATIONS(WITH BRACKETS)
AL-LS3-8DW-70PS-M1-BR-10SP-3NP-SS-NB
AL-LS3-8DW-150PS-N1-BR-10SP-3NP-SS-NB
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TPS

AREA LIGHT

PRODUCT PHYSICAL SPECIFICATIONS(WITH BRACKETS)
AL-LS3-8DW-240PS-N1-BR-10SP-3NP-SS-NB

305,1x3MM [12,0+£0.12"]

@
All-In-One

305,1+3MM [12,0+£0.12"]
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521,2¢3MM [20,50.12"]
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695,8+3MM [27,4+0.12"]

521,2+3MM [20,5+0.12"]

750,2+3MM [29,5+0.12"]

"~ |85£3MM [3,3+0.12"]

J160+3MM [6,3+£0.12"]

305,1+3MM [12,0+£0.12"]

305,143MM [12,0+0.12"]
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520,3+3MM [20,5+0.12"]
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685,5+3MM [27,0+0.12"]

521,2£3MM [20,520.12"]
568,4:3MM [22,40.12"]

73,8+3MM [2,940.12"]

74,7+3MM [2,9+0.12"
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TPS o

AREA LIGHT

PRODUCT PHYSICAL SPECIFICATIONS(WITH BRACKETS)
AL-LS3-8DW-300PS-M1-BR-10SP-3NP-SS-NB

330,2+3MM [13,0+0.12"] 330,2+3MM [13,0+0.12"]

600,3£3MM [23,6£0.12"]
600,3:3MM [23,6:0.12"]

775+3MM [30,5+0.12"
829,3+3MM [32,6+0.12"]

83,6:3MM [3,3+0.12"] 160£3MM [6,3+0.12"

330,2+3MM [13,0+0.12"] 330,2+3MM [13,0+0.12"]
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AREA LIGHT

PHOTOMETRIC SPECIFICATIONS
AL-LS3-8DW-70PS-M1-BR-10SP-3NP-SS-NB (WITH T Il LENS)

Isocandela Plot
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Horizontal(Deg)
Imax (100%): 3924 cd

— (10%): 392cd

— (25%): 981cd
— (63%): 2472 cd

—— (16%): 628cd
—— (40%): 1570 cd
—— (100%): 3924 cd

Luminous Intensity Distribution Curve

170 180 170
150160 160150

30
10 20

Unit: cd
Average Diffuse Angle(50%): 111.7°

0

C0-C180 ——C90-C270

AL-LS3-8DW-70PS-M1-BR-10SP-3NP-SS-NB (WITH T V LENS)

Isocandela Plot

Luminous Intensity Distribution Curve
160170 180 170160

150 150
140 140
130 130
120 120
110 110
100 100

Unit: cd
Average Diffuse Angle(50%): 138.2°

C0-C180 —C90-C270

AL-LS3-8DW-150PS-M1-BR-10SP-3NP-SS-NB (WITH T Il LENS)
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Imax (100%): 7457 cd

— (10%): 746 cd
—— (25%): 1864 cd
—— (63%): 4698 cd

—— (16%): 1193 cd
—— (40%): 2983 cd
— (100%): 7457 cd

Luminous Intensity Distribution Curve

170 180 170
150160 160150

Unit: cd
Average Diffuse Angle(50%): 114.6°

C0-C180 ——C90-C270

@
All-In-One

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

LUMENS % LAMP LUMENS

FORWARD LIGHT 6988 64.2
FL (0°-30°) 1404 12.9
FM  (30°-60°) 3561 32.7
FH  (60°-80°) 1880 17.3
FVH (80°-90°) 144 1.3
BACK LIGHT 3905 35.8
BL (0°-30°) 954 8.8
BM (30°-60°) 1918 17.6
BH (60°-80°) 980 2.0
BVH (80°-90°) 52 0.5
0
BACK FRONT UP LIGHT 0 0.0
BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B2 U0 G2
Rating Base On TM-15-11 UH (100°-180°) 0 0.0

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

ZONE LUMENS % LAMP LUMENS

FORWARD LIGHT 5474 49.7

FL (0°-30°) 830 7.5

FM  (30°-60°) 2824 25.6

FH  (60°-80°) 1683 15.3

FVH (80°-90°) 137 1.2

BACK LIGHT 5539 50.3

BL (0°-30°) 878 8.0

BM (30°-60°) 3071 27.9

BH (60°-80°) 1510 13.7

BVH (80°-90°) 80 0.7

BACK FRONT UP LIGHT 0 0.0

BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B3U0G1

Rating Base On TM-15-11 UH (100°-180°) 0 0.0

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

ZONE LUMENS % LAMP LUMENS

FORWARD LIGHT 13607 62.8

FL (0°-30°) 2770 12.8

FM  (30°-60°) 6935 32.0

FH (60°-80°) 3638 16.8

FVH (80°-90°) 263 1.2

BACK LIGHT 8050 37.2

BL (0°-30°) 1990 9.2

BM  (30°-60°) 3949 18.2

BH (60°-80°) 2004 9.3

BVH (80°-90°) 107 0.5

BACK FRONT UP LIGHT 0 0.0

BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B3 U0 G3

Rating Base On TM-15-11 UH (100°-180°) 0 0.0

Headquarters: 291 Kettering Drive, Ontario, CA 91761
PA Branch: 9257 Keystone St, Philadelphia, PA 19114

Phone: 866-595-8807 / 909-595-8807
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PHOTOMETRIC SPECIFICATIONS
AL-LS3-8DW-150PS-W1-BR-10SP-3NP-SS-NB (WITH T V LENS)

Isocandela Plot
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Imax (100%): 5585 cd

— (10%): 559 cd
— (25%): 1396 cd
— (63%): 3519 cd

—— (16%): 894 cd
—— (40%): 2234 cd
—— (100%): 5585 cd

80

Luminous Intensity Distribution Curve

170 180 170
150160 160150

PR
i ¢

60 '\\\?, R 60
Ciar

20 49 0

Unit: cd
Average Diffuse Angle(50%): 138.7°
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AL-LS3-8DW-240PS-M1-BR-10SP-3NP-SS-NB (WITH T Il LENS)

Isocandela Plot

Luminous Intensity Distribution Curve

AREA LIGHT

)

All-In-One

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

ZONE LUMENS % LAMP LUMENS

FORWARD LIGHT 10988 50.4

FL (0°-30°) 1683 7.7

FM  (30°-60°) 5782 26.5

FH (60°-80°) 3301 15.2

FVH (80°-90°) 223 1.0

BACK LIGHT 10793 49.6

BL (0°-30°) 1718 7.9

BM (30°-60°) 5893 27.1

BH (60°-80°) 3037 13.9

BVH (80°-90°) 145 0.7

BACK FRONT UP LIGHT 0 0.0

BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B4 U0 G2

Rating Base On TM-15-11 UH (100°-180°) 0 0.0

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

80 L 160170 180 170160 ZONE LUMENS % LAMP LUMENS
— 150 150 FORWARD LIGHT | 22224 63.8
- FL (0°-30°) 4520 13.0
71 120 .‘ FM  (30°-60°) 11416 3238
{5 110 ~ FH (60°-80°) 5868 16.8
g (I 41 fa \ 100 100 FVH (80°-90°) 420 12
§ v { ‘{ { 90 BACK LIGHT 12626 36.2
| \\] 80 BL (0°-30°) 3242 9.3
“o L 7 BM (30°-60°) 6119 17.6
NN BH (60°-80°) 3078 8.8
; BVH (80°-90°) 187 0.5
536 BACK FRONT UP LIGHT 0 0.0
-80 -60 -40 -Zioriznnlza‘(beg)lﬂ 40 60 80 20 10 0 10 20 . BU(.; WL (90°-100%) o 00

Imax (100%): 12291 cd Unit: cd (Backlight, Uplight, Glare) B4 U0 G4

10wy 1229c0 _ (16%): 1967 co Average Diffuse Angle(SO%): 114.1° Rating Base On TM-15-11 UH (100°-180°) 0 0.0

—— (25%): 3073 cd
— (63%): 7743 cd

—— (40%): 4916 cd
—— (100%): 12291 cd

o= C0-C180 ====C90-C270

AL-LS3-8DW-240PS-M1-BR-10SP-3NP-SS-NB (WITH T V LENS)

Isocandela Plot

Luminous Intensity Distribution Curve

FLUX DISTRIBUTION TABLE BASED ON

THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

Pem—== ISR 160170 180 170160 ZONE LUMENS % LAMP LUMENS
———— 150 150 FORWARD LIGHT | 17563 49.8
o \ FL (0°-30°) 2651 7.5
}{é // \\\ 120 120 FM  (30°-60°) 9667 27.4
il ° Tl 110 ~ 110 FH (60°-80°) 4912 13.9
g‘? ‘} - \1 \‘ \‘ 100 100 FVH (80°-90°) 334 0.9
Al { L]
£
§ I T 90 - 90 BACK LIGHT 17691 50.2
) \ ‘\ ) — /]/ 80 80 BL (0°-30°) 2850 8.1
a0 \ BM (30°-60°) 10266 29.1
A /11 70{_ DX 70
Ji BH (60°-80°) 4372 12.4
:\ o BVH (80°-90°) 203 0.6
e e e e ey e S e e
BACK FRONT UP LIGHT 0 0.0
-80  -60 -40 -20 0 20 40 60 80 20 20
i 10 o 10 BUG UL (90°-100° 0 0.0
;ma:o(rﬁ;g'of)'ges% cd Unit: cd (Backlight, Uplight, Glare) B5 U0 G2 ‘ " :
Average Diffuse Angle(SO%): 134.4° Rating Base On TM-15-11 UH (100°-180°) ] 0.0

— (10%): 987 cd
—— (25%): 2468 cd
— (63%): 6219 cd

—— (16%): 1579 cd
— (40%): 3949 cd
—— (100%): 9872 cd

o= C0-C180 ====C90-C270
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PHOTOMETRIC SPECIFICATIONS

AL-LS3-8DW-300PS-M1-BR-10SP-3NP-SS-NB (WITH T Ill LENS)

— (63%): 9932 cd —— (100%): 15765 cd
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Horizontal(Deg)
Imax (100%): 15765 cd
— (10%): 1576 cd — (16%): 2522 cd
—— (25%): 3941 cd —— (40%): 6306 cd

Luminous Intensity Distribution Curve

70 180 170
1501601 160,

120 120
110 110
100 " \100
90 9
80 80
7 0

Unit: cd
Average Diffuse Angle(50%): 109.5°
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AL-LS3-8DW-300PS-M1-BR-10SP-3NP-SS-NB (WITH T V LENS)

Isocandela Plot

Horizontal(Deg)
Imax (100%): 13444 cd

—— (10%): 1344 cd
—— (25%): 3361 cd
—— (63%): 8469 cd

—— (16%): 2151 cd
—— (40%): 5377 cd
—— (100%): 13444 cd
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Luminous Intensity Distribution Curve

160170 180 170,¢,
150

0

Unit: cd
Average Diffuse Angle(50%): 131.2°
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AREA LIGHT

FLUX DISTRIBUTION TABLE BASED ON
THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

)

All-In-One

ZONE LUMENS % LAMP LUMENS

FORWARD LIGHT | 27667 64.6

FL (0°-30°) 5465 12.8

FM (30°-60°) 14712 34.3

FH (60°-80°) 7006 16.3

FVH (80°-90°) 483 11

BACK LIGHT 15184 35.4

BL (0°-30°) 3555 8.3

BM (30°-60°) 7507 17.5

BH (60°-80°) 3842 9.0

BVH (80°-90°) 280 0.7

BACK FRONT UP LIGHT 0 0.0

BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B4 U0 G4

Rating Base On TM-15-11 UH (100°-180°) 0 0.0

FLUX DISTRIBUTION TABLE BASED ON

THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

ZONE LUMENS % LAMP LUMENS

FORWARD LIGHT | 21106 48.5

FL (0°-30°) 3189 7.3

FM  (30°-60°) 12151 27.9

FH (60°-80°) 5459 12.5

FVH (80°-90°) 307 0.7

BACK LIGHT 22437 51.5

BL ( 0°-30°) 3636 8.3

BM (30°-60°) 13614 31.3

BH (60°-80°) 4975 11.4

BVH (80°-90°) 212 0.5

BACK FRONT UP LIGHT 0 0.0

BUG UL (90°-100°) 0 0.0
(Backlight, Uplight, Glare) B5 U0 G3

Rating Base On TM-15-11 UH (100°-180°) 0 0.0

LIGHT DISTRIBUTION PATTERN (VIEW FROM ABOVE ON POLE MOUNT)

il

® T Ill lens is pre-installed. T V lens is sold separately, for lens change

Headquarters: 291 Kettering Drive, Ontario, CA 91761
PA Branch: 9257 Keystone St, Philadelphia, PA 19114

Phone: 866-595-8807 / 909-595-8807
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EPA RATING

AREA LIGHT

TPS

@
All-In-One

AL-LS3-8DW-70PS-M1-BR-10SP-3NP-SS-NB

AL-LS3-8DW-150PS-M1-BR-10SP-3NP-SS-NB

AM 0.380 0.760 0.980 1.200 1.200
DM 0.390 0.780 1.000 1.220 1.220
AV/45° 0.890 0.890 1.270 1.650 1.650
DW45° 0.910 0.910 1.300 1.690 1.690

AL-LS3-8DW-300PS-M1-BR-10SP-3NP-SS-NB

AM 0.380 0.760 0.980 1.200 1.200
DM 0.390 0.780 1.000 1.220 1.220
AW/45° 0.890 0.890 1.270 1.650 1.650
DM/45° 0.910 0.910 1.300 1.690 1.690
AL-LS3-8DW-240PS-M1-BR-10SP-3NP-SS-NB
AM 0.460 0.920 1.140 1.360 1.360
DM 0.480 0.960 1.180 1.400 1.400
AW/45° 1.210 1.210 1.670 2.130 2.130
DM/45° 1.230 1.230 1.710 2.190 2.190

AM 0.600 1.200 1.450 1.700 1.700
DM 0.62 1.24 1.49 1.74 1.74
AM/45° 1.460 1.460 2.060 2.660 2.660 |

DMW/45° 1.48 1.48 2.1 2.72 272

Headquarters: 291 Kettering Drive, Ontario, CA 91761
PA Branch: 9257 Keystone St, Philadelphia, PA 19114

Phone: 866-595-8807 / 909-595-8807
Email: sales@topstarintel.com

TOPSTAR INTERNATIONAL, INC.
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TPS B

AREA LIGHT

MOUTING BRACKETS AVAILABLE (SOLD SEPARATELY)

Direct Mounting Yoke Mounting Flood Mounting
bm Ym

Direct Mounting (DM) drilling holes on pole
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unit: inch
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TPS

AREA LIGHT

ACCESSORIES (SOLD SEPERATELY)

All-In-One

PHOTOCELL LT124 SENSOR HBO1DMS REMOTE CONTROLLER HBO3R TYPE V LENS
ORDING CODE DESCRIPTION
LT124 Photocell for Area Light, twist-lock 3-pin, 120-277V, 1800VA Max, Blue
HB0O1DMS Microwave Sensor for Area Light, 12V
HBO3R Remote Cotorl for sensor HBO1DMS

ALLN-T5-200240-P1

Type V Optic Lens for Area Light with Max Power 200-240W

ALLN-T5-300375-P1

Type V Optic Lens for Area Light with Max Power 300-375W

ALLN-T5-070150-P1

Type V Optic Lens for Area Light with Max Power 70-150W

WIRING DIAGRAM

White/Blue: AC-N

Purple: Dim +

Pink: Dim -

ORDERING CODE BREAKDOWN

Example:
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1 Area Light 5 Power Selectable 9 Photocell base type

2 Lens Type 6 Inner Version number 10 Sensor Socket Ready
3 CRI& CCT 7 Housing Color 11 No Bracket Included
4 Max Power 8 Surge Protection type

Headquarters: 291 Kettering Drive, Ontario, CA 91761
PA Branch: 9257 Keystone St, Philadelphia, PA 19114

Phone: 866-595-8807 / 909-595-8807
Email: sales@topstarintel.com

TOPSTAR INTERNATIONAL, INC.
www.topstarintel.com

Black/Brown: AC-L

Green/Yellow: Ground




