
WALL PACK Full Cutoff
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All-In-One
i

W

Wattage Selectable

CCT

CCT Selectable

All-in-one Wall Pack Light     120-277V Input       
Bronze Housing    With photocell ready

The TPS All-In-One full-cutoff wall packs feature a sleek 
and modern architectural design that not only enhances 
the visual appeal of building exteriors but also optimizes 
light distribution. The precision-crafted optical lens 
allows for a broad distribution pattern, making it ideal for 
increased fixture spacing and achieving uniform illumina-
tion, ensuring a well-lit exterior space.

DESCRIPTION

APPLICATION

PRODUCT FEATURES

itle 24
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1.       Instant start, NO flickering, NO humming

2.       Power selectable and CCT selectable

3.       DLC Premium, UL Certified, IP65 rated, THD<20%, PF>0.95, Ra80, flicker free 

4.       FCC Part 15, Part B, Class A standards qualified

5.       0-10V dimmable driver, with 12V aux output available

6.       6kV surge protection provided

8.       Heat sink design with heavy duty die-casting aluminum housing

9.       Pre-installed dusk-to-dawn photocell

10.     Delivers dark sky-friendly performance by eliminating unwanted sky glow and glare 

11.     Applicable for building mount for exterior illumination 

12.     Full cutoff design enhances the building's visual appeal while optimizing the effective distribution of 
          functional lighting 
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PERFORMANCE SPECIFICATION

PHYSICAL DIMENSION 
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WALL PACK Full Cutoff

H

 L  W

Carton Weight

L W H L W H lbs

WPCF-8DW-60PS-M1-BR-P 10.65 6.85 9.36 1.33 1.26 0.85 9.92

WPCF-8DW-120PS-M1-BR-P 13.28 8.11 9.36 1.54 1.41 0.94 12.13

Ordering Code
Product Dimension (in) 1pc/Carton Dimension (in)

B U G
3000K 8548LM 142LM/W 8548LM
4000K 8710LM 150LM/W 8710LM
5000K 8616LM 144LM/W 8616LM
3000K 5872LM 145LM/W 5872LM
4000K 6089LM 153LM/W 6089LM
5000K 5924LM 147LM/W 5924LM
3000K 3034LM 148LM/W 3034LM
4000K 3120LM 156LM/W 3120LM
5000K 3045LM 150LM/W 3045LM
3000K 16920LM 141LM/W 16920LM
4000K 17208LM 150LM/W 17208LM
5000K 17153LM 144LM/W 17153LM
3000K 14371LM 143LM/W 14371LM
4000K 15269LM 153LM/W 15269LM
5000K 14744LM 147LM/W 14744LM
3000K 11753LM 146LM/W 11753LM
4000K 12402LM 156LM/W 12402LM
5000K 12075LM 150LM/W 12075LM

50,000
Hours 400W MH 3 0 2100W

80W

WPCF-8DW-120PS-M1-BR-P

120W

120-277V 0-10V 80 Pre-installed

50,000
Hours 250W MH 3 0 140W

20W

WPCF-8DW-60PS-M1-BR-P

60W

120-277V 0-10V 80 Pre-installed

Bug RatingInput
Voltage

Dimmabl
e

CRI Photocell Rated
Life

Legacy
Equivale

Ordering Code Watts CCT Lumens Efficacy Lumens below 90
degrees

All-In-One
i
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PHOTOMETRIC SPECIFICATIONS

WPCF-8DW-60PS-M1-BR-P

WPCF-8DW-120PS-M1-BR-P

WALL PACK Full Cutoff

Horizontal(Deg)
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Imax (100%): 3678 cd

( 10%):   368 cd ( 16%):   588 cd
( 25%):   919 cd ( 40%):   1471 cd
( 63%):  2317 cd (100%):  3678 cd

Isocandela Plot

Isocandela Plot

Horizontal(Deg)

V
er
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al

(D
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)

Imax (100%): 5609 cd

( 10%):   738 cd ( 16%):   1181 cd
( 25%):  1845 cd ( 40%):   2951 cd
( 63%):  4648 cd (100%):  7378 cd

Luminous Intensity Distribution Curve

All-In-One
i
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ORDERING CODE BREAKDOWN
Example:

WIRING DIAGRAM

Black:  AC-L

Green, Green/Yellow:  Ground

White:  AC-N

Purple:  Dim +

Yellow:  DC 12V + (White for 120W)

Pink:   Dim - (DC 12V -)  
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ACCESSORIES (SOLD SEPERATELY)

REMOTE CONTROLLER HB03RSENSOR HB01DMS-A

ORDERING CODE DESCRIPTION
HB01DMS-A Microwave Sensor for Full Cut-off Wall Pack, 12V
HB03R Remote Cotorl for sensor HB01DMS

WPCF-8DW-60PS-M1-BR-P
1 2 3 4 5 6 7 8

1 Wall Pack 4 Max Power 7 Housing Color
2 Full-cutoff 5 Power Selectable 8 Photocell pre-installed
3 CRI & CCT 6 Inner Version number

LIGHT DISTRIBUTION PATTERN (VIEW FROM ABOVE ON WALL MOUNT)

Mounting Height: 15’

All-In-One
i
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WALL PACK Full Cutoff


