TOPSTAR

INTERNATIONAL, INC.

I All-In-One
LINEAR HIGH BAY

All-In-One

DESCRIPTION

All-in-one Linear High Bay | 120-277V Input |
White Housing

\ / APPLICATION

) With well distributed and soft light, high stability,
- long life, elegant and extremely professional design,
this luminarie is regarded as the leading of green
lighting for commercial and residential uses.
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PRODUCT FEATURES
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Instant start, NO flickering, NO humming

Power selectable and CCT selectable

DLC Premium, UL Certified, THD<20%, PF 0.95, CRI 80

FCC Part 15, Class B standards qualified

Compatible with a variety of popular 0-10V dimming switches for additional energy saving
Optimize light diffusion with no risk of yellowing over product life time

Ambient operating temperature: —20°C/-4°F to 50°C/122°F

Integrated driver box for fast and easy wiring
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Low profile design delivers high performance illumination & improves site aesthetics
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Architectural grade deisgn, Ideal light emitting, building comfortable living,and working environment
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Includes V-hook and chain mounting kit, suitable for surface mounting, pendant mounting and suspending mounting
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5 Years’ warranty
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Sensor base ready, compatible with TPS Sensor
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PERFORMANCE SPECIFICATION

ltem Watts | CCT Lumens Efficacy Input | bimable | cri | Rated | Power
Voltage Life Factor
200W 4000K 30995 LM 155 LM/W
5000K 31550 LM 157 LMW
LH3F-8DC-270PS-M4-D 4000K 35000 LM 152 LM/W
230w 5000K 35500 LM 154 LMW 120-277V| 0-10V 80 [50,000H >0.9
270W 4000K 40000 LM 148 LM/W
5000K 40500 LM 150 LM/W
200W 4000K 30995 LM 155 LM/W
5000K 31550 LM 157 LMW
LH3F-8DC-270PS-M4-D 4000K 35000 LM 152 LM/W
EM - 230W 5000K 35500 LM 154 LMW 120-277v| 0-10V 80 |50,000H >0.9
270W 4000K 40000 LM 148 LM/W
5000K 40500 LM 150 LM/W
* Emergency Backup pre-installed
PHYSICAL DIMENSION
311/190
| ——
. Product Dimension (in) Qty per Carton Dimension (in) Carton Weight
Ordering Code L W H | caron | L W H Ibs
LH3F-8DC-270PS-M4-D 311 10.2 18 4 324 8.7 11 439
LH3F-8DC-270PS-M4-D-EM 311 10.2 4.6 1 36.8 10.7 5 128
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PHOTOMETRIC SPECIFICATIONS

LH3F-8DC-270PS-N4-D

Isocandela Plot

TPS

LINEAR HIGH BAY

Luminous Intensity Distribution Curve
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All-In-One

Cone of Light Tabulation

Flux out: 24056Im

1m (10497, 21905 i

A

B 169.12cm
2m 2464, 5476 B 338.23cm
3m 1166, 2434 1x E 507.350m
4m (6561, 1369 1x E 676.47cm
5m [419.9,876.21x 845.580m

291.6, 6085 Ix

214.2,447.0 X

164.0,3423 Ix

129.6, 2704 Ix

105.0,219.0 Ix

1014.70cm

1183.82cm

1352.94cm

1522.05cm

1691.17cm

Height Eavg, Emax

Angle: 80.43deg

Cone of Light Tabulation

Flux out: 24056Im

Diameter

1m (70497, 21905 ik

169.120m

2m [2464, 5476

338.23cm

3m 766, 2434 1x

507.35cm

4m [656.1, 1369 Ix

A
[
[\
[\
[\

676.47cm

5m (4799, 6762

291.6,608.5 Ix

214.2,447.0 Ix

164.0, 3423 Ix

129.6, 2704 Ix

105.0,219.0 Ix

845.58cm

1014.70cm

1183.82cm

1352.94cm

1522.05cm

1691.17cm

Height Eavg, Emax Angle: 80.43deg
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ACCESSORIES (SOLD SEPERATELY)

ORDING CODE DESCRIPTION
ANT-54T Microwave sensor for High Bay, 12-24V input
RC-100 Remote Contorl for PIR sensor ANT-5-4T

WIRING DIAGRAM

120-277V

Black(Line)
White(Neutral)
Green(GND) LED DRIVER
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Dimming wire to Lead wire
0-10v IEC to LED
compliant load

ORDERING CODE BREAKDOWN

Example:

|LHE FH80c|—E7o|Ps|—w——

1 Linear High Bay 4 Max Power 7 Dimmable
2 Size 5 Power Selectable 8 Emergency backup Ready
3 CRI& CCT 6 Inner Version number
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